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ABSTRACT A detailed description of the construction and performance of a variable frequency cross-correlation phase
fluorometer is reported. The phase fluorometer operates over the frequency range 1-160 MHz with a maximum
resolution of a few picoseconds. The effects of distortions introduced by the light modulator and the nonlinear dynode
characteristic are discussed in terms of the harmonic content of the detected signal. A source of systematic errors due to
nonhomogeneous modulation is also discussed with particular attention to the color effect of the photomultipliers. The
application of the phase fluorometer to the measurement of very long and very short lifetimes is reported. Some
application to the measurement of multiexponential decays is also illustrated.

INTRODUCTION

In recent years considerable interest has developed in the
use of phase methods for the measurement of fluorescence
lifetimes. The high accuracy and rapid determination of
the lifetime value have frequently been considered the
major advantages of this technique when compared with
pulse methods. However, it was soon realized that a large
number of modulation frequencies were needed to acquire
the same information that is obtained by the direct record-
ing of the time decay (1,2). The importance of this
capability has been recently emphasized (3). An applica-
tion of multifrequency phase fluorometry to the measure-
ment of oxygen quenching in proteins is reported in a
companion paper (D. Jameson, E. Gratton, B. Alpert, and
G. Weber, submitted for publication). The multifrequency
capability of the instrument described in this report was
the crucial feature for the understanding of the diffusion of
oxygen in proteins. Although no continuously variable
frequency phase fluorometer is commercially available, the
instrument described here is made entirely of parts avail-
able on the market. It includes a laser light source, an
electro-optical modulator of the laser intensity, an optical
module to house the sample, photomultipliers, filters, and
an electronic module for signal analysis. A detailed
description of the principle and operation of the instrument
is presented here together with a few selected examples. A
discussion of possible artifacts in the measurements is also
included.

Several descriptions of phase fluorometers have
appeared in the literature (4-9). A cross-correlation phase
fluorometer with subnanosecond resolution using two mod-
ulation frequencies has been reported by Spencer and
Weber (10). A variable frequency instrument has been

BiopHYS. J. © Biophysical Society
Volume 44 December 1983 315-324

described by Haar and Hauser (11). The latter instrument
uses a laser as a light source but does not make use of the
cross-correlation technique. To our knowledge there have
been no reports of a continuously variable frequency
cross-correlation phase fluorometer. There are at least two
major advantages of using the cross-correlation technique
over using other phase-detection techniques. First, the low
frequency part of the cross-correlation signal allows phase
and modulation measurements to be performed using
accurate digital methods. Second, the phase coherence of
the modulation frequency and the cross-correlation fre-
quency, as described later, nulls the phase jitter of the high
frequency oscillator.

PRINCIPLE OF CROSS-CORRELATION
PHASE FLUOROMETRY

The principle of operation of a cross-correlation phase
fluorometer has been described by Spencer and Weber
(10). When a fluoresecent probe is excited with sinusoidal
intensity-modulated light of angular frequency w = 2xf,
the emitted fluoroscence has the same frequency of modu-
lation but is demodulated and phase-shifted with respect to
the exciting light. The phase shift, ¢, and the modulation
factor, M, are related to the lifetime, 7, of the fluorescent
excited state by the relations

tan ¢ = w7
M = Mg/Mg = 1/\1 + (wr)?, 1)

where My and Mg are the modulation of the fluorescence
and excitation, respectively. The angular frequency w is of
the order of 1/7. The emitted light intensity can be
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described by the following function
F(t) = Fo[1 + Mg cos (wt + ¢)], )

where Fj is the average fluorescence intensity. The cross-
correlation method consists of multiplying the emitted
function by a sinusoidal signal whose frequency, w,, is just
slightly different from w.

C(1) = Go[1 + M, cos (wt + ¢o)]. 3)
The resulting signal is the new function

V(t) = FoGCol1 + Mg cos (wt + @) + M, cos (wt + ¢.)
+ MM cos (ot + ¢) cos (wt + ¢)]. (4)

The last term of Eq. 4 can be rewritten by using trigono-
metric relationships as

MFzMC [cos (Awt + Ad) + cos (wt + ot + ¢ + ¢))], (5)
where Aw = w, — wand A¢ = ¢, — ¢. If w_ is very close to
w, then Eq. 4 contains a constant term plus a term of
frequency w, plus a term of frequency 2w, plus a term of
frequency Aw. The term of frequency Aw contains all the
phase and modulation information of the original fluores-
cence signal. In the instrument described in this report, f;
has been set to 31 Hz (where Aw = 2uf). This low
frequency component in Eq. 4 can be totally filtered from
the remaining terms. In the real system both the light
intensity and the electronic signal used for the cross
correlation are not pure sinusoidally varying signals. The
effect of the harmonic content will be discussed later.

MODULATION OF THE LIGHT INTENSITY

The overall optics and electronics layout of the fluores-
cence lifetime instrument is shown in Fig. 1. The light
source is an argon ion laser (model 164/9; Spectra-Physics
Inc., Mountain View, CA) equipped with selective prism
wavelength and ultraviolet optics. Sinusoidal modulation
of the light intensity is obtained with an extra-cavity
electro-optical element (model IM1; Pockels cell, Laser-
metrics Inc., Englewood, NJ) driven by a radio frequency
(RF) power amplifier (411AL 10W; Electronic Naviga-
tion Industries Inc., Rochester, NY). As shown in Fig. 1,
the light from the laser passes first through a polarizer P1
in order to increase the polarization of the laser light. This
step is required due to the imperfect polarization of the
laser beam and to minimize background light due to
noncoherent emission from the plasma discharge of the
laser tube. Furthermore, the polarization direction of the
exciting light is set to 55° with respect to the horizontal
direction to eliminate polarization effects in the fluores-
cence measurement (12). Once polarizer P1 and P2 are
aligned, i.e., when the polarization plane of P1 is at 55°
with respect to the laser polarization plane and P2 is
perpendicular to polarizer P1, the Pockels cell is intro-
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FIGURE 1 Block diagram of the instrument. L, argon ion laser (model
164/9; Spectra Physics Inc.); P1, P2, Glan-Thompson UV polarizers;
PC, Pockels cell (LM1; Lasermetrics, Inc., Englewood, NJ); BS, quartz
beam splitter 1/100; FS1, frequency synthesizer (5600; Rockland Sys-
tems, Co.); FS2, frequency synthesizer (6160A; Fluke, John, Mfg. Co.,
Inc.); XTAL, 5 MHz quartz crystal; A1, 10-W RF power amplifier
(411AL; ENI Power Systems, Inc., Rochester, NY); 42, 2-W power
amplifier (502C; RF Power Labs); PS, power splitter (model PD-
20-50M2; Merrimac Industries, Inc., West Caldwell, NJ); S, sample; M,
!4 meter monochromator (Jarrel-Ash Div., Fisher Scientific, Co.); PMTI1,
PMT?2, photomultipliers (R928; Hamamatsu Corp.); 43, DC amplifier
(SLM Inc.); A4, AC tuned amplifier (SLM Inc.); PHASE, phase meter
(SLM Inc.); MOD, digital ratio voltmeter (SLM Inc.).

duced between P1 and P2. The x-axis of the Pockels cell is
accurately oriented at 45° with respect to the polarization
plane of the polarizer P1, and the z-axis is aligned with the
laser beam. The Pockels cell is mounted on a gimbal
mounting such that horizontal, vertical, and rotational
motions are allowed. The correct alignment of the Pockels
cell is detected by the appearance of a sharp dark image
after polarizer P2. This dark band moves up and down as
an alternating voltage is applied to the Pockels cell. The
driver circuit is shown schematically in Fig. 2. The 25 W
50Q resistor R1 is placed as close as possible (~2 cm) to the
Pockels cell to minimize the length of the mismatched
transmission line. A biasing circuit is used, consisting of a
decoupling capacitor, C, a protection resistor, R2, and an
inductor, L. The inductor prevents the RF signal from
reaching the input of the direct current (DC) voltage
source. The RF power at the output of the amplifier is

FIGURE 2 Pockels cell driving circuit. 4, 10-W RF power amplifier (411
AL; ENI Power System, Inc.); C, 0.1 uF, 500-V ceramic capacitor; L,
500-uH inductor; PC, Pockels cell (Lasermetrics Inc.); R1, 509, 25-W
power coaxial resistor (8085; Bird Electronic Corp.); R2, 5 KQ, %W
resistor; T, 50Q coaxial transmission line (58A/U; RG Circuits Co.,
Escondido, CA); V,, 0-200 V voltage source (Kepco, Inc., Flushing,
NY).
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monitored with a wattmeter (model 4430; Bird Electronic
Corp., Cleveland, OH). Usually the power output is kept
between 5 and 10 W over all the frequency range 1.0-160
MHz. The peak-to-peak voltage at the Pockels cell can be
calculated from the measured power, P, as

V,=28 x (P x R)". 6)

This voltage is in the range 4565 V. The light intensity
as measured by the reference photomultiplier as a function
of the biasing voltage, V,, is shown in Fig. 3. The biasing
voltage, V,, is chosen so that the modulation frequency is
equal to the RF driving frequency. V, is therefore set to a
value between 50 and 70 V. At very low voltage there is a
slight deviation from the quadratic law (not visible in Fig.
3). The reason for this deviation can be qualitatively
understood if the optical system is considered. Suppose for
example that the dark band moves up, so that the upper
part is dark but the lower part is bright, when the band
moves down the opposite occurs. The net result is a
decrease in the overall modulation. Furthermore the modu-
lated intensity will be the sum of two sinusoidal modulated
signals spatially separated and with opposite phase. If the
detection system is not perfectly independent of the geome-
try of the beam, quite dramatic effects can occur. These
will be discussed later in the section on systematic errors.
We choose the biasing voltage such that the dark band is
always in the upper or lower part of the laser beam as the
alternating voltage is applied. The modulated light beam is
sent to the entrance of an optical module (model OP450;
SLM Inc., Urbana, IL). Fig. 4 shows schematically the
optical path. The incoming beam is split (1:100) by a
quartz plate and a fraction of the beam is sent to a
scattering cuvette. The scattered light is detected by the
reference photomultiplier (PMT3; Hamamatsu Corp.,
Middlesex, NJ). A neutral density filter in filter holder F1
can be used to attenuate this beam. The reference signal is
normally used as a reference for the phase signal only. The
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FIGURE 3 Pockels cell characteristic curve.

PMT3

=1

I
v
4

== F2

EPMTI

FIGURE 4 Schematic diagram of the optics. F1, F2, F3, filter holders;
M, Y meter grating monochromator (Jarrell-Ash Div., Fisher Scientific
Co.); PMT1, PMT3, photomultipliers (R928; Hamamatsu Corp.); PMT
2, photomultiplier (2230; Amperex Electronic Corp.); T, rotating turret.

total beam can be attenuated by a neutral density filter in
filter holder F2. A fluorescent sample and a scattering
sample (polystyrene) are placed in a rotating turret. A
filter is generally inserted in filter holder F3 in order to
strongly attenuate the scattered laser intensity. When the
scattering solution is in position, the filter rotates with the
turret. The emitted or scattered light is collected by a lens
system and focused on the entrance slit of a 4 meter
grating monochromator (Jarrell-Ash Div., Fisher Scien-
tific Co., Waltham, MA). The bandwidth of this mono-
chromator is generally fixed at 3.3 nm. The monochroma-
tor is mounted vertically so that the slits are parallel to the
laser beam. This enhances the collection of the emitted
light. At the monochromator output a lens and a dia-
phragm are used to focus the beam on a small area of the
sample photomultiplier, PMT 1.

PHOTOMULTIPLIER CIRCUIT

At the present time we have three photomultipliers
installed on the instrument. One photomultiplier, Hama-
matsu R928 (Hamamatsu Corp.), is used in the reference
arm. An identical photomultiplier is used in the right arm
of the optical module. The third photomultiplier, Amperex
2023 (Amperex Electronic Corp., Slatersville, RI), is used
in the left arm. The choice of these phototubes has been
dictated by their wavelength sensitivity, their frequency
response, and their color effect (see section on systematic
errors). The Hamamatsu R928 photomultiplier (Hama-
matsu Corp.) is a red sensitive tube with good frequency
response and virtually no color effect. The Amperex 2023
photomultiplier (Amperex Electronic Corp.) is a high
sensitivity tube with excellent response in the blue, good
frequency response and very little color effect. In the past
two years we have used mainly the Hamamatsu R928 tube
(Hamamatsu Corp.) because of the red sensitivity and
because of the low voltage required for the RF modulation.
The photomultiplier circuit for this tube is shown in Fig. 5.
It is composed of a linear chain divider and a circuit for the
RF modulation. The modulation is obtained by applying an
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FIGURE 5 Photomultiplier dynode circuit. 4, anode output; C, 500 pF,
1-kV ceramic capacitor; C, 1,000 pF, 6 kV ceramic capacitor; C,, 0.1 uF,
500-V ceramic capacitor; D1-D9, dynodes; HV, 0-1,200-V high voltage
source; R, 500 KQ Y-W resistor; R,, 502, 2-W resistor; Ry, SMQ Y%-W
resistor; Ry, 20 KQ Y-W resistor; RF, radio frequency signal input; Z1,
SK 3427 zener diode; Z2, 1N 4761 zener diode.

alternating voltage to the last dynode, D,. In Fig. 6 we
report the output current at the anode under the condition
of constant cathode illumination as a function of the
voltage applied to the last dynode. It can be seen that a
voltage of —4 V is necessary to turn off the tube. The
characteristic curve has a sharp rise for small voltages and
then the current reaches a maximum and decays slowly as
the voltage at the dynode increases. The part of the
characteristic curve between —4 to +10 V is used to
modulate the tube. A resistor network composed of R,; and
Ry, is used to bias the last dynode at 0.2 V. This is
approximately the center of the linear part of the charac-
teristic. A capacitor, C,, is used to decouple the biasing
voltage from the RF signal. The characteristic curve
depends on the voltage at the dynode D;. A zener diode,
Z2, is used to maintain this voltage constant. Notice that at
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FIGURE 6 Dynode characteristic curve.
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low voltage the characteristic is not linear. This nonlinear-
ity introduces a distortion of the modulation signal that is
reflected in the harmonic content at the photomultiplier
output. We will discuss this point later. The voltage range
necessary to vary the output current of the photomultiplier
by 90% is ~10 volts. This value corresponds to a power of
0.25 W on 50Q. This voltage is provided by an RF
amplifier (model M 502C, RF Power Labs Inc., Woodin-
ville, WA). The amplifier can deliver up to 2 W. A zener
diode, Z1, is used to maintain a constant voltage between
the cathode and the first dynode. The color effect depends
on the acceleration voltage for the emitted electrons at the
photocathode. The higher this voltage is the smaller the
color effect. The value of the zener diode has been chosen
in order to have the maximum acceleration voltage com-
patible with the tube specifications.

ELECTRONIC DETECTION SYSTEM

The outputs of the reference and sample photomultipliers
are sent to the electronic detection system for analysis. Two
identical channels are used for the reference and sample
signals. Each channel is composed of a DC and an alternat-
ing current (AC) amplifier. The amplifiers are commercial
modules purchased from SLM/AMINCO Inc. (Urbana,
IL). Two outputs are available at the DC amplifier, (a) a
low impedance sinusoidal signal used as an input for the
AC amplifier, and (b) an integrated signal sent to a digital
voltmeter. This DC signal is proportional to the average
intensity. We will call this signal the DC voltage. The AC
amplifier is a narrow band amplifier tuned at 31 Hz witha
Q of ~200 (Fig. 7). The AC amplifier has three outputs.
The first corresponds to the sinusoidal filtered signal at 31
Hz to be used with a digital phase-sensitive detector
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FIGURE 7 AC filter response curve. The filter is tuned at 31 Hz.
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described in a separate paper (E. Gratton and R. Hall,
manuscript in preparation). The second output is the
rectified value of the AC signal and is sent to a digital
voltmeter. In the following this voltage will be referred to
as the AC voltage. The third output is a square wave
generated by the zero crossing of the AC signal. This signal
is sent for the phase measurement. The voltage correspond-
ing to the average value of the DC signal and the voltage
corresponding to the rectified value of the AC signal are
measured by an integrating digital voltmeter. This volt-
meter can be used to measure the DC signal, the AC
signal, or the AC/DC ratio. The AC/DC ratio is also
called the modulation of the signal.

CROSS-CORRELATION FREQUENCY
GENERATION

The signals for the modulation of the light and for the
modulation of the photomultipliers are generated by two
frequency synthesizers. One is a model 5600 from the
Rockland Systems Co. (Rockleigh, NJ) and the second
from John Fluke Mfg. Co., Inc. (model 6160A; Everett,
WA). Both frequency synthesizers have a frequency range
from 1 to 160 MHz and a resolution of 1 Hz. The
Rockland Systems Corp. synthesizer is locked to the same
quartz crystal as the John Fluke Mfg. Co., Inc. synthesizer,
so that the signals are coherent in phase over all the
frequency range. The phase noise, which is the only
important parameter in this configuration, has been
checked by setting the two generators at 100,000,000 and
100,000,001 Hz for both synthesizers. The two outputs
were sent to a mixer (model ZAD1; Mini-Circuits Lab,
Brooklyn, NY) and the period of the wave at 1 Hz was
measured. The period was constant within 4 significant
digits using an integration time of 1 s. The corresponding
phase noise was estimated to be <0.036°. No drift was
observed over a period of 2 h. Note that the two synthesiz-
ers are not equipped with the high stability crystal option,
an unnecessary feature since only the phase coherence of
the two synthesizers to the same crystal is important to us.

The system described can work in the frequency range
1-160 MHz, the limits being imposed by the range of the
synthesizers. However some other factors limit the maxi-
mum operating frequency as well. At very high frequency,
around 150 MHz, a degradation of the modulation is
observed. Also around 120 MHz a decrease of modulation
is noticed. These effects are due to the light modulator. The
Pockels cell dissipates heat at high frequency and shows
some sort of resonance at 120 MHz. Another identical
Pockels cell was also tested but similar results were
obtained. The photomultiplier also attenuates the signal at
high frequency. The rise time of the Hamamatsu R928
(Hamamatsu Corp.) is 2.2 ns. This value corresponds to an
effective bandwidth of 160 MHz. In Fig. 8 we report the
normalized frequency response of the system. The modula-
tion was measured for a scattering solution. The biasing
voltage at the Pockels cell was set to 50 V. The RF power at
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FIGURE8 Normalized overall frequency response of the instrument.

the light modulator was 5 W at 10 MHz. For the results
reported in Fig. 8 no adjustment of the biasing voltage of
the Pockels cell was done. The only variable was the
frequency of the synthesizers. Higher modulation values at
high frequency can be obtained if the biasing voltage at the
Pockels cell is decreased.

ANALYSIS OF THE HARMONIC CONTENT

It is important to analyze the signals generated in the
instrument in order to understand the response of the
system to distortions introduced by the intrinsic nonlinear
elements of the circuit, namely, the Pockels cell and the
dynode characteristic, and to demonstrate the negligible
influence of these distortions on the lifetime measure-
ment.

The response of the light modulator can be approxi-
mated by a quadratic function for low biasing voltages (see
Fig. 3) as

I(t ) = 10 sinz Vb/ Vo = Io(Vb/Vo)z. (7)

The biasing voltage has the following expression, V;, =
V? + msin (wt + ¢), where V7 is the DC biasing voltage
and m is the amplitude of the AC signal at the output of the
RF amplifier. ¥, is characteristic of the Pockels cell.
Assume that ¢ = 0 in the following and that no distortions
are introduced by the RF amplifier. The modulated light
intensity from the Pockels cell can be described by the
following function

I 2 2
10 - 35 (V§)2+m7+2V°.,msinwt+m7cos2wt . ®)
0

This function contains three terms, with frequencies 0, w,
and 2w. The modulation of the light intensity is defined by
the ratio of the amplitude of the term of frequency w to the
DC part, Mg = 2 V) m/[(V})* + m?/2]. The maximum
value of the modulation is v2 for m /Ve = V2. Each
individual component at frequency w and 2w is attenuated

GRATTON AND LIMKEMAN Multifrequency Cross-Correlation Phase Fluorometer 319



and phase shifted by the fluorescence sample. The fluores-
cence signal at the photomultiplier due to the emitted light
has the form

F(t)-Fo[l ~Y ficos(kot + ¢)|  k=1,2. (9)
k

The cross-correlation signal for the modulation of the
photomultiplier current will be described by a similar
expression

C(t)-Co[l ~ 3 ficos(l w,t+¢7)] I-1,2.... (10)
1

The harmonic content of C(¢) is greater than that of the
fluorescence signal because of the highly nonlinear charac-
teristic of the photomultiplier dynode. At the output of the
photomultiplier the waveform will be

V() = F(t) - C(2) = FyC, [1 - ; Ji cos (kwt + ¢I¢)]

x [1 - T ficos +¢7]]. an

The average value of V¥ is given by
VDC = F oCo. (12)

This voltage constitutes the DC signal.

To calculate the lowest frequency we notice that the
difference between w and w, is the cross-correlation fre-
quency, f; = 31 Hz. The lowest frequency term is obtained
fork=1,1=1.

Vac = FoCo f1 ficos 2xft + ¢, — ¢5). (13)

This is the only term giving a frequency f.. All other
combinations for different values of k and / give a
frequency of 2f; or greater. The response curve of the AC
filter is reported in Fig. 7. This filter rejects the frequency
2f. with respect to f, by a factor of 200. This analysis
demonstrates that the distortions introduced by the nonlin-
earity in the modulation of the light and in the modulation
of the photomultiplier do exist, but have a negligible effect
on the measurements since the filter will reject them. The
expression derived for the AC and DC signals can be used
to calculate the theoretical value of the AC/DC ratio for a
scattering sample.

(AC/DC)”“ = fl f‘l: (14)

This expression shows that to achieve a high AC/DC
ratio both f; and f'{ must be as large as possible. In general,
/1 and £ are close to one over the entire frequency range.
This analysis also shows that a high frequency pulsed light
source with a large harmonic content is as well suited for
cross-correlation phase fluorometry as a sinusoidally mod-
ulated source (13, 14).
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SENSITIVITY OF THE PHASE
FLUOROMETER

In a typical measurement, phase and modulation values
are obtained for a scattering and a fluorescent sample. For
the chosen photomultiplier tubes and amplifiers, these
quantities can be measured for fluorescence intensities as
low as a few thousand photons per second. The phase of the
fluorescence with respect to the scattering is defined as

¢ = (b1r — d16) — (d1s — ¢is) (15)

where ¢, and ¢° have been previously defined. The suffixes
F and S indicate fluorescent and scatter samples, respec-
tively. In general, ¢} and ¢{s are identical since they are
electronic delays. They would be different in the case of
drift of the electronic phase. The modulation of the fluores-
cence is defined as

M - (AC/DC)g/(AC/DC)s, (16)

where the ratio AC/DC has been previously defined.

The phase angle is measured in degrees with a resolution
of 0.01° over the entire frequency range (1 to 160 MHz)
for a 20-s integration time. The noise in the phase measure-
ment depends on many factors, the major one being the
signal intensity. Generally the standard deviation for a
series of ten phase measurements in typical signal condi-
tions is on the order of 0.05-0.10°. Phase drifts over a long
period of time, and systematic errors are generally greater
than phase noise. Phase drifts can be taken into account by
alternating measurements of the phase delay for the
scattering and fluorescent sample. Over a period of 6 h the
phase drift is <1°. Systematic errors in the phase values
will be discussed later. However, taking into account only
phase noise, the resolution in phase at a frequency of 100
MHz corresponds to an actual lifetime resolution on the
order of 2-3 ps. This is the minimum lifetime difference
that can be detected with this instrument using phase
measurements.

The modulation is a ratio of two voltages. The accuracy
in the determination of the modulation is 10~>. In normal
signal conditions the standard deviation for a series of two
modulation measurements is 2 x 107>, Modulation drifts
are larger than phase drifts. Modulation drifts of 10~ over
a period of 6 h have been noticed. Systematic errors in the
determination of the modulation values will be discussed in
the next section. Considering only modulation measure-
ments the minimum lifetime difference that can be
detected is 5 ps at 100 MHz. Note here that we are
considering lifetime differences at maximum modulation
sensitivity. When other than ideal conditions occur, the
sensitivity of the measurement decreases (13).

SYSTEMATIC ERRORS IN THE
DETERMINATION OF PHASE AND
MODULATION VALUES

In our experience with phase fluorometry for the past
several years we have found at least two different kinds of
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systematic errors that can give rise to dramatic effects on
the measured values of phase and modulation. The first
error, due to nonhomogeneous modulation of the light
beam, can give rise to completely erratic data. This effect
can be particularly large for acousto-optic modulators. It is
our opinion that this effect has been largely neglected in
considering possible artifacts in lifetime measurements by
phase fluorometry. The nonhomogeneous modulation
effect is strongly reduced in the electro-optical light modu-
lator used in this report. The second effect depends on the
wavelength-dependent phase delay due to the different
kinetic energies of the emitted electrons at the photo-
cathode. This color effect has been extensively discussed
(2, 15-18). It can be minimized by using a reference
substance of known lifetime with emission at the same
wavelength as that of the sample to be measured.

To illustrate the origin of these two systematic errors
consider a light beam of a given cross section and suppose
the modulation of the beam is nonhomogeneous in both
phase and amplitude. For example suppose one component
of the beam has a time dependence, A(t), and the other
component a similar time dependence, B(¢), where

A(1) = Ag[1 + mye -] a7

B(?) = By(1 + mge ™). (18)

In these expressions 4, and B, are the DC intensities of the
two parts of the beam, m, and mg are the modulations of
the two regions, ¢, is the phase delay of 4 with respect to B,
and w is the circular frequency of modulation. A4, B, m,,
mg, and ¢, can represent either two different geometrical
parts or two different wavelength regions of the light beam,
or represent both simultaneously. The separation of the
beam into two different regions is arbitrary. In no experi-
mental situation will the beam be divided into exactly two
parts; the simplification is used here only to calculate the
kind of effects that can be expected from the nonhomoge-
neous modulation of the beam. The geometrical and/or
wavelength separation of the two regions of the beam can
cause different samples to weight more or less the contribu-
tion to the measured phase and modulation of one part of
the beam with respect to the other. For example a scatter-
ing sample with a relatively large optical thickness can
have a geometrical and wavelength distribution of the
scattered light different than that of a weakly absorbing
fluorescent sample. For a real experimental system the
effect is quite unpredictable, depending on the particular
geometry of the experiment, on the sensitivity of different
areas of the photomultiplier, on the position of the absorp-
tion band of the fluorescent sample, etc. For the two-
component simplification the effect of this nonhomoge-
neous modulation on the phase measurement can be
calculated. The excitation light is the sum of the contribu-
tions of part 4 and B of the beam. Because each part is
assumed to behave independently, the total fluorescent

emission is
F(t) = Fp + Fy = FoA[1 + mgae™~*]

+ Fog[1 + mgge/@-*#] (19)
where

®ka — ¢ = tan~'wr; ¢pp = tan”'wr

MEp 1 Mpyp

1
m_A=\/1+w21'2’ m_n-\/l+w2'rz' (20)

7 is the lifetime of the probe, assumed to be homogeneous.
The phase and modulation of the excitation wave due to
the sum of A(¢) and B(?) is

sin ¢,

-1
¢ex = tan —cos¢o+Ro

Aym
mEx=\/l+R(2)+2Ro°°s¢voo+;0’ 21

where

Bymg

R, = .
0 Agm,

(22)

The phase of the emitted wave is

(23)

¢EM _ [an_l (Sin ¢FA + RF sin ¢FB)

€08 Ppa + Rp COS drp
where

Rg = F‘“’ﬂ . (24)

Foamga

If ¢, is zero or ¢, = 7 (i.e., the two parts of the beam are in
phase or out of phase one with respect to the other), then
the phase of the emission is unperturbed. If R, = 0 clearly
the beam is homogeneous and the phase is unperturbed.
The measured quantity is the difference between the
emission and excitation.

¢ = dem — Pex- (25)

Using the expressions for ¢, and ¢p in terms of 7 this
expression becomes

sin ¢,
cos ¢ + Ry’

. singy B 4
OOS% + Rp

¢ =tan"' wr + tan- (26)

If Ry = R, then ¢ = tan~'wr. This is the expected result if
no difference in the heterogeneity of the modulation occurs
between emission and excitation. Notice that the angle
added by nonhomogeneous modulation is independent of
the frequency. This angle can be positive or negative and
quite large.

The value of the modulation can also be calculated in the
presence of the nonhomogeneous modulation. The modula-
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tion of the emitted light is

Foamga
Fox + Fop

Mgy = V1 + R} + 2Ry cos (¢pa — Hrs) @n

The ratio of the modulation of the emission to the modula-
tion of the excitation is

Mem !

Mgy - V1 + o

1 + RE: + 2R; cos ¢y For( Ay + By) - (28)
1 + R} + 2R, cos ¢y Ag(Fon + Fop)

The correction factor multiplying the modulation can be
larger or smaller than one. The expressions given above for
¢ and M can be easily generalized to the case of dividing
the exciting beam into more than two parts.

To calculate the magnitude of the effect of the nonho-
mogeneous modulation on the measured values of lifetime
by phase and modulation, consider the following example.
Suppose we are measuring the fluorescence emitted by a
sample with a characteristic lifetime 7 at a circular modu-
lation frequency w = 2xf. Let us assume the incident beam
is made of two parts, one part A of light in the absorption
band of the probe and one part B of light not in the
absorption band of the fluorescent molecule. The total
incident light is

S = Ao[l + mAej(M_~)] + Bo(l + msejﬂ), (29)

where we assume that A and B have different modulations
and different phases. Using the expressions derived above,
the phase and modulation of the excitation are

_y singy,
=t | St S,
¢ex = tan 5 + R
AomA
2
Mgy = V1 +Ro+2Rocos¢vo+B°. (30)

The emitted light, due only to the part A of the incident
beam, has phase and modulation

¢EM = tan~ IO)T

Mem

1

my V1 + o 31)

The measured values of the phase and modulation are

sin ¢,

¢ = tan”' wr — tan™!

1 2
- (1+k)
M = ,
V1 + o Jl + kP + 2kl cos ¢, (32)

where k = By/ Ay and I = mg/m,. In Fig. 9 we report the
evaluation of the measured lifetime for two different values
of 7 and two pairs of values of k and / as a function of the
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FIGURE9 Calculated apparent lifetime by phase and modulation due to
nonhomogeneous modulation artifact. Curve 1 and 3 lifetime by phase.
Curve 2 and 4 lifetime by modulation. The frequency of modulation is 30
MHz.

phase angle between the two parts of the incident light
beam. In these calculations the frequency is 30 MHz. Two
different probes with lifetimes 3 and 30 ns have been used.
From these simulations it can be seen that nonhomoge-
neous modulation can give a completely erratic result in
the measured lifetime values. Notice that the values we
have chosen for k and / are quite reasonable in normal
experimental conditions. This simulation also shows that
the absolute uncertainty due to systematic errors in the
measurement of the lifetime value can be much larger than
the relative noise associated with a single measurement. If
no particular attention is given to avoiding the nonhomoge-
neous modulation artifact, the absolute lifetime values
obtained by phase fluorometry have no meaning at all. We
mention again that this effect has been largely neglected.

The same equations can be used to calculate the color
effect. In this case the part B of the beam is zero but ¢, is
wavelength dependent so that the scattering sample and
the fluorescent sample have a different ¢,. In this particu-
lar condition the measured phase and modulation are

¢ =tan"'wr — ¢,

M-—L (33)

V1 + o’ ’

The phase value only is perturbed in this case. This is
clearly a particular case of a more general color effect. In
fact not only ¢, but also 4o, By, and m,, my as well can be
wavelength dependent. In this case a more complex color
effect is present and both phase and modulation values can
equally well be effected.

APPLICATIONS OF THE PHASE
FLUOROMETER

In this section some applications of the phase fluorometer
for the measurement of the lifetime of fluorescent samples
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FIGURE 10 Phase (+) and modulation (*) values as a function of
frequency for DENS in water. The solid lines (—) correspond to the best
fit of the data using a nonlinear least-squares routine for a single
exponential component of lifetime 7 = 29.86 ns.

are reported. In the accompanying paper (D. Jameson, E.
Gratton, B. Alpert, and G. Weber, submitted for publica-
tion) a detailed analysis of the application of the phase
fluorometer to an important biological problem is pre-
sented. To illustrate in this paper some applications of this
new technique, we choose some extreme cases: (@) a
sample with a long single exponential lifetime, (b) a probe
with a very short single exponential lifetime, (c) a case of
double exponential decay where the two components are
very long lived, and (d) a system with a multiexponential
decay where the components have a very short lifetime.
(@) The lifetime of an aqueous solution of DENS
(2-diethylamino-5-naphthalene sulfonic acid) is measured
over the frequency range 240 MHz. The sample is excited
at 351 nm and the fluorescence is measured at 480 nm with
3.3 nm bandwidth. The measured phase and modulation
values are reported in Fig. 10. An analysis of the phase and
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FiGURE 11 Phase (+) and modulation (*) values as a function of
frequency for POPOP in ethyl alcohol. The solid lines (—) correspond to
the best fit of the data with a single exponential component of lifetime 7 =
1.37 ns.

PYRENE /SPHINGOMYEL.IN IN MICELLES

188} TAU1=87.4S ns
TAU2=21.41 ns ag
S FRC1=8.824
zZ

(IN DEGREES)

MODULATION

Frequency (MHz)

FIGURE 12 Phase (+) and modulation (+) values as a function of
frequency for pyrene covalently bound to sphingomyelin in micelles. The
solid lines (—) correspond to a two-exponential component best fit of the
data with lifetimes 7, = 87.45 ns and 7, = 21.41 ns having fractional
amplitudes f; = 0.824 and f, = 0.176.

modulation data was performed using the nonlinear least-
squares routine described elsewhere.’ A lifetime value of
29.89 ns using a single exponential component was
obtained. The relatively long lifetime of DENS will
amplify color effects at the high modulation frequencies.
The fact that no phase lengthening was detected at high
frequency points out that in this configuration the color
effect is negligible. A color effect of 10 ps should be easily
detectable at 40 MHz for DENS. In fact the apparent
lifetime by phase if a 10 picosecond color effect is added
should be 32 ns at that frequency. We measured 29.9 + 0.2
ns. (b) The lifetime of POPOP p-bis(2-[S-phenyloxazolyl])
benzene in ethyl alcohol was measured over the frequency
range 1-140 MHz. The excitation was at 351 nm and the
emission at 420 nm. The phase and modulation data are
reported in Fig. 11. For this sample a single exponential

188t -

:

CHLOROPLAST SUSPENSION 4

L. TAU1=1.265 ns p
TAU2=8.163 ns
FRC1=8.854
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FIGURE 13 Phase (+) and modulation (=) values as a function of
frequency for a chloroplast suspension from maize. The solid lines (—)
correspond to a two-exponential best fit of the data with lifetimes 7, =
1.265 ns and 7, = 0.163 ns having fractional amplitudes f, = 0.054 and
fr = 0.946.
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decay with a characteristic time of 1.37 ns fits the data. For
such a short lifetime color effects should be undetectable.
(c) The lifetime of a pyrene derivative covalently bound to
the nonpolar head of sphyngomyellin (in micelles) was
measured over the frequency range 1-5 MHz. The excita-
tion was at 351 nm and the emission at 374 nm. The values
of phase and modulation as a function of the frequency are
reported in Fig. 12. The least-squares analysis clearly
shows the existence of two exponential components of 87
and 21 ns with fractional amplitude of 0.82 and 0.18,
respectively. (d) As a final example of a measurement of a
short lifetime the decay of a chloroplast suspension from
maize was measured. The phase and modulation values are
reported in Fig. 13. The excitation was at 488 nm and the
emission at 705 nm. For this sample the emission follows a
quite complex pattern. The apparent lifetime by phase
depends on the emission wavelength. Furthermore the
analysis using only to exponential components fails to give
a satisfactory fit over all the emission band.
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